


Welcome to
Nnorma

NormalLyte Series

Norma is a designer and supplier of advanced blood diagnostic equipment Electrolyte Analyzer

for the medical and veterinary market. We specialize in clinical chemistry, ——
hematology and electrolyte diagnostics. Our main o ce is in Vienna, Austria « Cost e ective

and we also have facilities in Budapest, Hungary. e Low maintenance, -

 Low reagent consumption
Norma is a young company with a strong and experienced team. The

Norma sta has more than 200 years of collective experience in the eld of Technical Data
developing, manufacturing and marketing of IVD instrumentation — that is Technology: ISE (lon Selective Electrode)
more than 8 years per member of our sta. Sample: Serum / Plasma / Whole Blood / Urine / CSF

Sample Volume: 80-150 uL

Reagent Volume: 1 mL

Throughput: 60 samples/hour

Parameters: K Nd, Cl, iCa, pH, TCO, TCO2, TCa, Ag, KT

Most value we create comes from innovation.
Norma is the rst company worldwide
introducing a hematology analyzer using
micro uidic chips. This revolutionary
invention allows us to signi cantly reduce
the size of the analyzer, decrease sample
volume and cut reagent consumption. That
saves money for the customer, reduces freigt
charges and contributes to the protection of
the environment.

' “ "‘V"‘VFYV"!

NormaChem 50

Semi-automated Clinic
Chemistry Analyzer

Health care industry is one of the fastest
growing sectors of the economy worldwide.
Norma is excited about contributing its share
to this growth o ering clean, innovative

and a ordable solutions to meet customer
requirements.

» Compact
* Low maintenance
¢ ow cost

Technical Data -
Our compact photometers

are suitable for small clinics or

as a back-up unit for automated systems.
Wavelengths: 340, 380, 405, 505, 546,
578, 620 nm and one free position
Methods: end-point, xed time, kinetic,
multi-standard, factor, dual wavelength,
bichromatic

Flow cell: 32 uL quartz ow cell or direct
cuvette reading mode

Memory: 15,000 test results

Display: high resolution LCD touch
screen

Sample volume: 10-50 pL




